EXPERIMENTAL COZY

PRE-FLIGHT CHECKLIST 

	Cockpit

	Fuel Tank Drains
	-
	CHECK FUEL

	Ballast 
	-
	AS REQUIRED

	Alt Battery
	-
	ON – CHECK VOLTAGE

	Alt Battery 
	-
	OFF

	Master Switch
	-
	ON – CHECK VOLTAGE

	Prop Pitch
	-
	CHECK FUNCTION

	Turn & Slip 
	-
	RUNNING

	Pitch Trim
	-
	CHECK

	Master Switch
	-
	OFF

	Stick
	-
	FREE & CLEAR

	Rudder Pedals
	-
	CLEAR

	Cockpit Access Door
	-
	CLOSED, KEY OUT

	
	
	


	Canard Nose Section

	Elevator
	-
	HINGES, WEIGHTS

	Elevator
	-
	FREE

	Static Port
	-
	CLEAR

	Pitot Tube
	-
	CLEAR

	Nose Bumper
	-
	INTACT

	Windows
	-
	CLEAN



	Canard
	-
	SECURE




	Right Fuselage and Wing

	Canopy Hinge
	-
	CHECK

	Fuel Drain
	-
	CHECK

	Fuel Cap
	-
	SECURE

	Wing and Winglet
	-
	CHECK CONDITION

	
	
	

	
	
	

	Rudder
	-
	FREE, CHECK HINGES 

	Rudder Return Spring
	-
	SECURE, WORKING

	Aileron Gust Lock
	-
	REMOVE

	Aileron
	-
	FREE, CHECK HINGES

	Fuel Tank Vents
	-
	CLEAR
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	Aft Fuselage and Engine

	Main Gear Strut
	-
	SECURE

	Tires
	-
	CHECK

	Brakes
	-
	CHECK

	NACA Scoop
	-
	CLEAR

	Cowling
	-
	FASTENERS SECURE

	Propeller
	-
	NICKS

	Spinner
	-
	SECURE

	Exhaust 
	-
	SECURE

	Engine Area
	-
	CHECK

	
	
	

	Oil Level
	-
	CHECK, DOOR SECURE

	Coolant Level
	-
	CHECK, DOOR SECURE


	Left Fuselage and Wing

	Fuel Tank Vents
	-
	CLEAR

	Aileron Gust Lock
	-
	REMOVE

	Aileron
	-
	FREE, CHECK HINGES

	
	
	

	Rudder Spring
	-
	SECURE, WORKING

	Rudder
	-
	FREE, CHECK HINGES

	Tie Down
	-
	REMOVE

	Wing and Winglet
	-
	CHECK CONDITION

	Fuel Cap
	-
	SECURE

	Fuel Drain
	-
	CHECK


	BELLY

	Landing Brake
	-
	EXTEND

	Nose Strut / Pivot
	-
	CHECK

	Shimmy Damper
	-
	4 LB. TO ROTATE

	Wheel Well Area
	-
	CHECK

	Nose Tire
	-
	CHECK

	Nose Wheel
	-
	CHECK

	Landing Brake
	-
	CHECK

	Landing Lights
	-
	RETRACTED
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	ENGINE START
	
	

	Coils, Injectors
	-
	ON

	Computer
	-
	A

	Fuel Pump
	-
	FULLEST TANK

	Master
	-
	ON

	Fuel Pressure
	-
	35 PSI

	Prime
	-
	AS REQd

	Throttle
	-
	¼” OPEN



	Mixture
	-
	RICH

	Vacuum 
	-
	OFF

	Brakes
	-
	ON

	Propeller
	-
	CLEAR PROP

	Ignition Switch
	-
	START

	Oil Pressure
	-
	OK

	Idle
	-
	1200 - 1300 RPM

	Mixture
	-
	LEAN AS REQ.

	
	
	


	PRETAXI
	
	

	Seat / Shoulder Belt
	-
	ON/LOCK

	Voltage
	-
	CHECK

	Radio
	-
	ON / SET

	Transponder
	-
	STANDBY

	Strobe
	-
	ON

	Gear
	-
	FULLY DOWN

	Landing Brake
	-
	DOWN


	RUNUP
	
	

	Controls
	-
	FULL / FREE / CORRECT

	Pitch Trim
	-
	TAKEOFF

	Landing brake
	-
	UP

	Flight Instruments
	-
	SET

	Throttle
	-
	3500 RPM



	Fuel pumps
	- 
	LEFT > RIGHT > BOTH BACKUP

	Computers
	-
	CHECK BACKUP

	Coils/Injectors
	-
	RPM Drop

	Prop Pitch

-

FULL FINE

Throttle

-

40 MAP, 4900 RPM

Vacuum

-

4.5 – 5 IN.

Oil Pressure Instruments

-

CHECK

Cowl Flap  Instruments

-

CLOSED



	Canopy
	-
	LOCKED

	Belts
	-
	TIGHT

	Gear
	-
	FULLY EXTENDED



	Ebus
	- 
	CHECK



	Transponder
	-
	ALTITUDE
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	TAKEOFF
	
	

	Warning lights 
	-
	OFF

	Recognition Lights
	-
	ON

	Throttle
	-
	40 MAP 4900 RPM

	Oil Pressure
	-
	OK

	Rotate
	-
	70 KTS


	CLIMB
	
	

	Climb
	-
	100 kts (Vx=80 Vy=95)

	Nose Gear
	-
	UP 

	Mixture
	-
	LEAN as Reqd

	Pitch Trim
	-
	AS REQUIRED

	Nav. / Taxi Lights
	-
	OFF (night ops.)

	Fuel pumps
	-
	CHANGE TANKS every hr.


	DOWNWIND – GUMPS

	Gas
	-
	BOTH PUMPS ON

	Undercarriage
	-
	DOWN

	Mixture
	-
	RICH

	Prop Pitch
	-
	FINE

	Seat belts
	-
	TIGHT

	
	
	


	SHUT DOWN

	Fuel Pumps
	-
	OFF

	Landing Brake
	-
	UP

	Lights
	-
	OFF

	Avionics
	-
	OFF

	Electrical Equipment
	-
	OFF

	Master Switch
	
	OFF

	
	
	


	ENGINE FAILURE 

	Best Glide
	-
	75 KTS

	Fuel Pumps
	-
	CHANGE

	Mixture
	-
	ADJUST

	Aux Battery, Ebus
	-
	ON



	Computer
	-
	BACKUP

	Ignition Switch
	-
	START

	
	
	


	EMERGENCY LANDING

	Fuel Pumps
	-
	OFF

	Fuel shut offs
	-
	CLOSED

	Gear
	-
	DOWN

	Landing Brake
	-
	DOWN

	E Bus
	-
	OFF

	Master
	-
	OFF

	Aux Battery
	-
	OFF

	Glide
	-
	75 kts



	Radio
	-
	121.5 / MAYDAY


